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6.1	 Adjusting the handles

	� WARNING - The handles must have been securely fixed with the locking screws so that the 
handle adjustment does not change instantly!

	 CAUTION - Watch out for the pinch point at the groove opening to avoid injuries!

Turn the locking screws  
of the handles counterclock-
wise.

Pull the handles  out to 
shoulder height.

Tighten the locking screws.

6.2	 Inserting the battery pack and making the spiral cable plug connection

	 WARNING - The battery pack must be fixed and locked to prevent immediate detachment!

Installation.
Place the battery pack  on 
the locating pins on the drive 
housing.
	» Fasten the black locking 
latch over the tab attached 
to the drive housing. 

	» The release button  is 
activated automatically.

Disassembly.
Release the lock.
	» Open the locking latch.
	» Press down the release 
button  on the battery 
pack, then pull off the bat-
tery pack.

Plug in the spiral cable.
Plug the spiral cable plug into 
the socket on the drive hous-
ing and lock it.
	» To unplug, open the lock 
and pull out the spiral cable 
plug.
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6.3 Switching on the device

Insert the safety chip  for 
the immobiliser.
» The safety chip must snap 

in!

Switching the CR23 on via 
the ON/OFF switch .

6.4 Neutral position

Move the climbing legs 
to neutral position by keep-
ing the UP/DOWN switch 
pressed.
» If the single-step mode 

(s. chap. 6.6) has been acti-
vated, the climbing legs are 
automatically stopped in 
neutral position!

Incorrect!
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6.5 Checking the safety brakes

  DANGER - If there is only a one-sided braking eff ect or no braking eff ect, do not use the CR23, 
to avoid falling from the stairs. Notify the manufacturer, the AAT fi eld service, or the authorised 
specialist dealer! 

 WARNING - Check safety brakes without occupant!

There are safety brakes 
on both sides of the chassis.
» Test the safety brakes be-

fore every journey.

Retract the climbing leg 
completely and tilt the CR23 
backwards.
Test: The CR23 cannot be 
rolled forwards, but only 
backwards = safety brakes 
active.

6.6 Single-step mode

Single-step mode  
Deactivate / Activate.
LED is lit = single-step mode 
activated!

If you do not need the sin-
gle-step mode, you can 
switch it off  manually on the 
membrane keypad. 
» LED is not lit = single-step 

mode deactivated!

i
Manufacturer’s recom-
mendation: 
Only deactivate the sin-
gle step mode, if the op-
erator is able to handle 
the CR23 safely. 

  DANGER - With the single-step mode deactivated, it is essential to ensure correct operation, 
otherwise the CR23 may slip!

i
Recommendation by 
the manufacturer:
As an aid, support your 
foot on the drive hous-
ing to tilt the CR23 back-
wards. For the detailed 
procedure, refer to chap-
ter 7.3.
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6.7 ComfortStep

Deactivate / Activate.
» LED is lit = ComfortStep ac-

tivated!  
» This ensures a gentle and 

thus more comfortable 
climbing procedure.

If you do not need Comfort-
Step, you can switch it off  
manually on the membrane 
keypad. 
» LED is not lit = 

ComfortStep deactivated!

Manufacturer’s infor-
mation:
Each time the device is 
switched on again, the 
memory function plays 
back the last setting 
used.

i

i   NOTE - If an adjustment of the step height is to be made, please contact the AAT fi eld service 
or an authorised specialist dealer!

6.8 Checking battery capacity

Battery indicator  
Green = full

Battery indicator
Yellow = low
» Charge battery!

Red = empty
» Charge battery!
» Warning tone every 12 sec!
» The capacity of the battery 

will last for max. 20 - 35 
steps!
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7	 Operation

	� DANGER - Operation only by two trained persons who are physically and mentally capable of 
operating the CR23 safely! The second person only serves as a safeguard!

	� DANGER - No persons other than the person providing protection may be in the danger zone 
below the CR23!

	 DANGER - Check the safety brakes before each use! (refer to chapter 6.5)

	 WARNING - Wear anti-slip footwear to avoid slipping on the stairs.

	� WARNING - Always operate with both hands to avoid dangerous situations and to ensure a 
safe climbing procedure!

	� WARNING - Do not travel wet, slippery, or waxed stairs to avoid falls! Carpet surfaces must be 
non-slip.

	� WARNING - The arms must not hang down on the sides or be strongly flexed in an uncon-
trolled manner. Rest the arms on the thighs!

	� WARNING - Secure persons who cannot sit upright unaided with the shoulder harness incl. 
lap belt as well as foot strap to prevent the occupant from falling out!

i 	 NOTE - Practise without occupant and in the single-step mode.

i 	 NOTE - Note the depth of the step and its condition! Risk of falling!

i 	 NOTE - Press UP/DOWN switch only a few seconds after switching on!

i 	� NOTE - When using seat supports (cushions, etc.), ensure that the occupant is securely seat-
ed to prevent the occupant from slipping or falling out.

i 	 NOTE - Before first start-up, the battery pack must be fully charged!

7.1	 Occupant taking a seat

Switch the CR23 on via the 
ON/OFF switch.

Secure stand of the CR23.
Operate the UP/DOWN 
switch in the UP direction.
	» Extend the climbing legs un-
til they rest on the ground.

Occupant taking a seat.
	» Ensure secure sitting.
	» Rest the arms on the thighs.
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After the occupant is seated, 
fasten the shoulder harness. 
7

	» Place the shoulder harness 
over the occupant's head 
from above.

	» Alternatively, the belt can 
also be put on sideways by 
loosening a belt buckle.

Place the lap belt around the 
occupant and pull it through 
the loop of the shoulder har-
ness.
	» It snaps in automatical-
ly in the belt buckle when 
closed.

Put on and secure the foot 
strap  to fix the legs.
	» Protects the second opera-
tor from uncontrolled kicks.

Repeat the steps in reverse 
order for the occupant to 
get out.

Fastening the seat belts
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7.2 Moving on level ground / overcoming obstacles

Adjust the neutral position 
(refer to chapter 6.4).
» Fully retract the climbing 

legs

To negotiate thresholds, re-
verse the CR23 up to them 
and then pull it over the 
threshold.

Moving on level ground.
» Push the CR23.

i  NOTE - The climbing legs must not have been extended, otherwise they could be damaged!

i  NOTE - Do not overcome obstacles forwards, otherwise the safety brakes will be damaged!

7.3 Tilting the stair climbing system

WARNING - The CR23 must be tilted for climbing stairs and moving on slopes! 

Support your foot on the drive 
housing and tilt CR23 back-
wards.
» The device must be bal-

anced.
» The device is balanced 

when neither pressure nor 
tension is felt in the handle.

The CR23 can be moved. 
» In case of excessive tilting, 

the safety brakes stop the 
CR23 in forward direction.

Recommendation by 
the manufacturer:
If you cannot tilt the CR23 
by yourself, use the climb-
ing legs as a tipping aid.

» Turn the CR23 on
» Press the UP/DOWN 

switch in the DOWN di-
rection until the wheels 
lift approx. 1-2 cm off  
the ground 

» Tilt the CR23 (fi gure 1)
» Then retract the climb-

ing legs completely 
again.

» Move the CR23 (fi g-
ure 2)

i
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7.4	 Moving on slopes

	 WARNING - For safety reasons, a second person should be present to help steer! 

i 	 NOTE - It is mandatory to observe the safety instructions in chapter 7!

If necessary, pull the handles 
out to shoulder height and fix 
them with locking knobs. 

Tilt the CR23. 
	» If necessary, use the rec-
ommendation by the man-
ufacturer from chapter 7.3.

The climbing legs must be 
completely retracted. 

Approach the slope moving 
forward.

To slow down, tilt the CR23 
stronger so that the safety 
brakes can take effect.

 
Move backwards on the 
slope.

Moving down a slope

Moving up a slope

To slow down, tilt the CR23 
stronger so that the safety 
brakes can take effect.
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7.5 Climbing stairs - upwards

i  NOTE - It is mandatory to observe the safety instructions in chapter 7!

Adjust neutral position.
» The climbing legs must be 

completely retracted.

Tilt the CR23 and keep it bal-
anced.

Approach the step backwards 
until wheels are in contact.

Walk 2 to 3 steps up. Press the UP/DOWN switch 
in the UP direction.
» If the single-step mode has 

been activated, keep the 
UP/DOWN switch pressed 
until CR23 stops by itself.

The CR23 climbs up.

Repeat procedure starting 
with fi gure 3. 

Climbing stairs upwards - spiral stairs

When moving on spiral stairs, the same steps as just described 
in chapter 7.5 must be carried out. 

Please note: For a spiral stairs, the CR23 must be aligned ac-
cording to the spiral of the stairs. Both wheels must come back 
into contact with the edge of the stairs during each climbing 
procedure. 

Manufacturer’s recommendation: Activate single step mode.

 DANGER!

Compare the requirements 
of the spiral stairs with chap-
ter 4.8 Technical data!

The CR23 must not be used 
on unsuitable stairs, as this 
could cause it to slip off  the 
stairs!
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7.6 Climbing stairs - downwards 

i  NOTE - It is mandatory to observe the safety instructions in chapter 7!

 DANGER - As soon as the climbing legs start taking the cargo you will feel the handles pulling. 
 Tilt the CR23 closer to the ground to counteract!

Adjust neutral position.
» The climbing legs must be 

completely retracted.

Tilt the CR23 and keep it bal-
anced.

Push the CR23 forward until 
the safety brakes take eff ect.

Press the UP/DOWN switch 
in the DOWN direction.
» If the single-step mode has 

been activated, keep the 
UP/DOWN switch pressed 
until CR23 stops by itself.

The CR23 climbs down. Push the CR23 forward until 
the safety brakes take eff ect.

Repeat procedure starting 
with fi gure 4.

Climbing stairs downwards - spiral stairs

When moving on spiral stairs, the same steps as just described 
in chapter 7.6 must be carried out. 

Please note: For a spiral stairs, the CR23 must be aligned ac-
cording to the spiral of the stairs. Both wheels must come back 
into contact with the edge of the stairs during each climbing 
procedure. 

Manufacturer’s recommendation: Activate single step mode.

 DANGER!

Compare the requirements 
of the spiral stairs with chap-
ter 4.8 Technical data!

The CR23 must not be used 
on unsuitable stairs, as this 
could cause it to slip off  the 
stairs!
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7.7 Laying down on stairs / emergency stop function

Lay down the CR23.
» The safety brakes prevent it 

from slipping away!
» Press and hold the UP/

DOWN switch until the 
climbing legs have been 
completely retracted.

Please note:
The CR23 must be lying on 
the wheels, otherwise the 
safety brakes do not take ef-
fect!

Emergency stop function
If a hazardous situation occurs, proceed as follows:
» 1 - Release the UP/DOWN switch
» 2 - Switch the CR23 off  via the ON/OFF switch
» 3 - Remove the safety chip
» Lay down the CR23 as described

Eliminate the hazardous situation and resume operation
» Insert the safety chip
» Switching the CR23 on via the ON/OFF switch
» Operate the UP/DOWN switch

7.8 Parking

i  NOTE - Only park the CR23 on the horizontal.

i  NOTE - Charge the batteries after each use.

The automatic switch-off  turns off  during longer breaks. Switch the CR23 OFF fi rst and then ON again.

Adjust neutral position.
» The climbing legs must be 

completely retracted.

Switch the CR23 off  via the 
ON/OFF switch.

Remove the safety chip for 
the immobiliser.



i    NOTE - Disconnect the battery pack from the device when transporting or shipping. 
           This also applies to returns to the specialist trade or the manufacturer.
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7.9 Transportation

  WARNING - Observe the weight specifi cations of the individual components! (Refer to chapter 
4.8)

 WARNING - Secure according to valid statutory provisions during transport in vehicles!

 CAUTION – Switch the CR23 off  during transport!

i   Note by the manufac-
turer:

Batteries are not considered 
dangerous goods accord-
ing to IATA special provi-
sions A67, GGVSEB (Goods 
Transportation Regulations), 
and GGVSee (Goods Trans-
portation Regulations over 
Sea)! Batteries are permitted 
for air travel in accordance 
with DOT and IATA!
Make sure you contact the 
airline in advance before 
boarding a fl ight. If you need 
transport certifi cates for the 
airline, you will fi nd them on 
our homepage at: 
https://www.aat-online.de/en 
> Service > Download area 
> General > Declaration of 
harmlessness

Fold the CR23 (refer to chap-
ter 5). 
» Retract the handles com-

pletely.
» Tip: Remove the battery to 

reduce the total weight.
» To carry, hold on to the met-

al frame.

8 Care and maintenance

   WARNING - Repairs and technical safety tests may only be performed by the manufacturer, the 
AAT fi eld service or an authorised specialist dealer! (refer to chapter 8.5)

  WARNING - Opening the housing of the CR23 may only be performed by the manufacturer, the 
AAT fi eld service or an authorised specialist dealer!

i   NOTE – It is recommended to perform a technical safety test every two years! The inspection 
plate provides information about the latest date. 

 Recommendation: After a change in operator/reuse.

Do not carry by the V-shaped 
opening to avoid bruising.
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8.1	 Battery and charger

	� CAUTION - Protect from moisture and do not touch with wet hands to avoid electric shocks 
and defects! 

i 	 NOTE - Charge the batteries after each use.

i 	� NOTE - Protect the charger and voltage converter against oils, greases, aggressive cleaning 
agents, thinning agents or damage.

i 	 NOTE - Observe the user manual for the charger/voltage converter.

i 	 NOTE - Deep discharge results in loss of capacity and a reduced service life.

i 	� NOTE - Before sending the batteries (repair, disposal, etc.) pack the battery pack securely. No 
special cardboard packaging is needed.

i 	 NOTE - Do not charge the battery near heat-sensitive or flammable materials.

Recommendation: Remove the battery from the charger for long-term storage (or non-use). Carry out reg-
ular trickle charges at intervals of 1 month, then remove the battery from the charger again.

 
New batteries only reach their full capacity after several charging cycles. 
The batteries are maintenance free and rechargeable. Switch the CR23 off in advance. 

Open the tension lock of the 
battery pack.

Press the release button and 
pull battery pack off by the 
handle. 

Connect the charger.
	» Keep the plug-in contacts 
clean!

LED green = battery fullLED red = battery empty 
> please charge

LED orange = battery is being 
charged

Pull splash guard off.
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Charging batteries in car

Turn the CR23 off . Connect the voltage convert-
er in the vehicle. Connect the 
CR23 via the charger.

Switch on the voltage con-
verter. Warning tone = low 
voltage!

i  Note by the manufacturer:

The charger automatically changes over to trickle charge mode once the battery pack is fully 
charged. To compensate for the self-discharge of the battery, the purpose of the trickle charge 
mode is to keep the batteries in a fully charged state. The LED is lit green during the trickle charge 
mode. 

LED red = battery empty 
> please charge

LED orange = battery is being 
charged

LED green = battery full

approx. 8 hours

Information / status for LED colouring
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Charging the battery pack via the MagCode socket (magnetic charging system) in the motor 
vehicle

A separate charging sock-
et 9  on the left side of the 
housing allows the CR23 to 
be charged directly in the mo-
tor vehicle.

Please contact your vehicle 
manufacturer for information 
on the connection in your mo-
tor vehicle.

Required accessory from 
AAT:
Charger with special Mag-
Code plug 

8.2	 Checking the brake linings, climbing feet linings and wheel slide protection

i 	� NOTE - Minimum lining thickness = 1 mm - If below this value or damaged, inform the manufac-
turer, the AAT field service or an authorised specialist dealer! 

i 	� NOTE - If a lining is worn or damaged, both climbing feet must be replaced by the manufacturer, 
the AAT field service or by an authorised specialist dealer!

Check the brake linings of the 
safety brakes  on a regular 
basis.

Check the climbing feet lin-
ings for damages on a regular 
basis, too.

C1412 N _00015086.sldasm 08.11.2017

If the wheel slide protection 
is worn, a red stripe becomes 
visible. 
	» The wheel slide protection 
must be replaced!
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8.3	 Cleaning and disinfection

	 WARNING - No moisture must be allowed to enter the interior of the device!  
	� This may result in electric shocks! Use only damp cloths for cleaning the device’s surface! Never 

use wet cloths!

	 WARNING - Test all safety-relevant functions after cleaning!

	 WARNING - Do not smoke during cleaning!

i 	 NOTE - Keep the stair climber away from sources of ignition!

i 	� NOTE - Clean the safety brakes in the rims weekly or with spirit when dirty! Observe the hazard 
information for the spirit!

i 	 NOTE - Do not use a high-pressure cleaner!

i 	 NOTE - Do not use abrasive or aggressive agents (if necessary, test on an inconspicuous area first)!

i 	 NOTE - Do not use substances containing alcohol!

i 	 NOTE - Do not use acidic substances such as orange cleaner!

i 	� NOTE - Clean upholstered surfaces and all surfaces that come into direct contact with the skin as 
necessary (e.g. optional headrest).

If you want to disinfect the 
stair climber, carry out a wipe 
disinfection.

Wipe the surfaces of the stair 
climber with mild household 
cleaning agents.
	» Observe the manufacturer’s 
information.

Use household disinfectants.
	» Observe the manufacturer’s 
information.

Possible disinfectants: 
•	 Ecolab Oxy Wipe disinfectant wipes
•	 B15 disinfectant wipes orochemie
•	 Schülke mikrozid sensitive wipes
•	 Sagrotan disinfection cleaner
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8.5	 Technical safety test

	� WARNING - Technical safety tests may only be performed by the manufacturer, the AAT field 
service or an authorised specialist dealer!

	� WARNING - It is strongly recommended to perform a technical safety test every 2 years! The 
test badge shows when the test is to be carried out at the latest! Tip: After a change in operator/
reuse!

8.6	 Reuse (change in operator)

The term reuse is used when the AAT product of patient X is to be used for another patient Y.
 Please contact the manufacturer, the AAT field service or the authorised specialist shop.

The CR23 is suitable for reuse. A technical safety test and cleaning/disinfection work should be per-
formed prior to each reuse. (Chapters 8.3 and 8.5)

i 	 NOTE - You may not mend or bypass a damaged fuse!  
	 Only new fuses with 40 A may be replaced! 
 

i 	 NOTE - If the fuse blows frequently, contact the manufacturer or an authorised specialist dealer! 
 

i 	�� NOTE - Only fuses purchased from the specialist dealer or AAT may be used as replacement 
fuses!

Remove the fuse cover on 
the battery pack. To do this, 
loosen the screw.

Remove covers and old fuses 
and insert new fuses.
	» Replacement fuses are 
available from the manu-
facturer!

Position fuse cover and fix it 
with the screw.

8.4	 Replacing fuses

To ensure flawless device function, we strongly recommend carrying out a tech-
nical safety test every 2 years. We also recommend the technical safety test 
prior to each reuse.

Training is required in order to be able to perform the technical safety test. For 
more information, please visit: www.aat-online.de/en
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9	 Fault conditions and troubleshooting

	� WARNING - To prevent hazardous situations, do not use the CR23 if it shows any abnormal 
behaviour.

Turn the CR23 on. The LED is flashing. 
	» Observe any fault condi-
tions!

Turn the CR23 off.

8.7	 Disposal

Your CR23 and its batteries are durable products. After expiry of the natural service life, you can return 
these components to AAT Alber Antriebstechnik GmbH or their specialist dealers for disposal.

The CR23 and its batteries must not be disposed of in places that are not 
designated for this purpose according to the current legislation in force in 
the respective country (e.g. landfills). It may contain substances that could 
prove harmful to the environment.

A product marked with the crossed dustbin must not be disposed of with 
household waste (WEEE Directive). Find out about the legal regulations 
applicable in your country, as the WEEE Directive does not apply in all 
European countries.

8.8	 Long-term storage

If the CR23 is not used for a longer period of time (e.g. several months), observe the following instructions: 

	» No moisture shall reach the inner parts of the device. 
	» Store CR23 in a dry place with low relative humidity. If necessary, protect with foils.
	» Protect against permanent exposure to sunlight!
	» Unauthorised persons, especially children, should not have unsupervised access to the storage location 
of the CR23!

	» Remove the battery pack before storage - For storage of the battery pack, it is essential to observe chap-
ter 8.1 !

If the CR23 is to be put back into operation, clean it first (refer to chapter 8.3). Check whether a technical 
safety test must be carried out (if necessary, refer to chapter 8.5).

If no technical safety test is necessary, it is mandatory to test the electrical function and the safety brakes 
prior to start-up!
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The LED is flashing Fault condition

1 x Overloaded

2x Undervoltage, battery pack empty

3x Overvoltage

4x Speed control, UP/DOWN switch, plugin contacts, or supply cable defective

5x Electromagnetic brake defective

6x Error Electronics

7x Error Circuit board (FET)

8x Error Circuit board (relay)

9x Error Motor

10x Error Hollow shaft sensor (only when ComfortStep active)

Problem Check and possible remedy

CR23 cannot be turned on

Is the spiral cable plug plugged in and locked in place? 
No: Plug it in and lock it in place.

Is the charger connected? 
Yes: Disconnect the charging cable.

Are the batteries empty? 
Yes: Charge the batteries.

Does the problem persist? 
Yes: Notify the manufacturer, the AAT field service, the authorised 
specialist dealer.

The CR23 does not move
Safety chip inserted? 
Yes: Notify the manufacturer, the AAT field service, the authorised 
specialist dealer.

Battery pack isn’t charging Notify the manufacturer, the AAT field service, the authorised specialist 
dealer.

The batteries show external damage Notify the manufacturer, the AAT field service, the authorised specialist 
dealer.

Troubleshooting

Turn the CR23 on again.
	» The LED is flashing - Notify the manufacturer, the AAT field service, or the authorised specialist 
dealer!

Fault conditions
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The manufacturer of the CR23, AAT Alber Antriebstechnik GmbH, cannot be held liable for any 
possible damage in the following cases:

	» The CR23 has been handled improperly.
	» Repairs, assembly or other work have been performed by unauthorised personnel.
	» The CR23 was not used in accordance with the user manual.
	» No original AAT spare parts or accessories have been fitted or connected to the CR23.
	» Parts of the CR23 have been removed.
	» The CR23 was loaded in excess of the permissible total weight or the max. person weight.
	» The CR23 has not been serviced regularly (every 2 years) by the manufacturer, the AAT field service 
or an authorised specialist dealer.

	» Minors operate the CR23 without supervision (except for minors older than 16 years under supervi-
sion).

	» The CR23 was operated with insufficiently charged batteries.

Liability

10	 Warranty and liability

AAT Alber Antriebstechnik GmbH warrants the CR23 (with the exception of the lead batteries) and all 
accessories to be free from defects in material and workmanship for a period of two years from the date 
of receipt.

For the lead batteries, always assuming correct care and maintenance, AAT Alber Antriebstechnik 
GmbH grants a warranty of one year from the date of purchase.

 
The warranty on the CR23 does not cover faults which are due to:

	» damage as a result of excessive strain.
	» any damage resulting from careless handling.
	» violent damage.
	» natural wear parts (brake linings, wheel slide protection, climbing feet).
	» improper or inadequate maintenance by the customer.
	» unauthorised structural changes or improper use of the CR23 or its accessories.
	» use of the CR23 in excess of the permissible total weight or the max. person weight.
	» improper charging of the lead batteries.

Warranty
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If new important safety information regarding the handling of your CR23 is available, we will inform you. 
As already stated at the beginning, you will always find the latest version of this user manual on our 
homepage.

Should any subsequent changes be made to the product or any corrective action taken, we and/or our 
authorised specialist dealer will inform you in writing about all the affected serial numbers. If your CR23 
is affected by a product recall, you will subsequently be informed about all further steps to be taken.

11	 Recalls and corrective actions

Using the armrests (optional accessory)

	» The two armrests attached to the CR23 serve, among other things, as lateral restraints and may be 
used as armrests

	» The armrests must not be loaded with more than 90 kg per side
	» The armrests must not be loaded on one side (danger of tipping over)
	» Never sit on the armrests
	» No objects (such as bags) may be attached to the armrests
	» Before using the CR23, check that the armrests are correctly seated in their holders
	» During the use of the CR23, the arms of the person to be transported must not protrude beyond the 
armrests of the wheelchair

	» The armrests must not be removed during stair travel
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Notes:
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Notes:
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Notes:
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