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TRAINO | TOW | TRACTER | ARRASTRE | ZIEHEN

2

M1

M4

M3

M5

M9 

Remote
Control

M12

4 km/h 1.000 kg 15%
(2,5 mph) (2.204 lb)

5 km/h 1.500 kg 15%
(3,1 mph) (3.306 lb)

5 km/h 1.500 kg 15%
(3,1 mph) (3.306 lb)

5 km/h 3.000 kg 15%
(3,1 mph) (6.613 lb)

5.5 km/h 4.000 kg 15%
(3,4 mph) (8.818 lb)

5 km/h 3.000 kg 15%
(3,1 mph) (6.613 lb)

AGM
LITHIUM

AGM
LITHIUM

ACID
AGM

ACID
AGM

AGM

AGM

ACID
AGM

ACID
AGM

ACID
AGM

AGM
LITHIUM

ACID
AGM
LITHIUM

LITHIUM



TRAINO | TOW | TRACTER | ARRASTRE | ZIEHEN

3

M6.5
Lifting
System

M14

M16
(S)

m10

m11

R6

5 km/h 10.000 kg 15%
(3,1 mph) (22.046 lb)

4 km/h 6.000 kg 15%
(2,5 mph) (13.227 lb)

5 km/h 15.000 kg 15%
(3,1 mph) (33.069 lb)

4 km/h 1.800 kg 6.000 kg

(2,5 mph) (3.968 lb) (13.227 lb)

5 km/h 1.000 kg 2.000 kg

(3,1 mph) (2.204 lb) (4.409 lb)

6 km/h 800 kg 6.000 kg

(3,7 mph) (1.763 lb) (13.227 lb)

AGM
LITHIUM

AGM
LITHIUM

ACID
AGM

ACID
AGM

AGM

AGM

ACID
AGM

ACID
AGM

ACID
AGM

AGM
LITHIUM

ACID
AGM
LITHIUM

LITHIUM
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TRASPORTO | LOAD | TRANSPORT | TRANSPORTE | BELADEN

RANGE 
MAX T

HT

M15

JESPI

R5

5 km/h 400 kg 3.000 kg

(3,1 mph) (881 lb) (6.613 lb)

5.5 km/h 500 kg 5%
(3,4 mph) (1.102 lb)

5.5 km/h 500 kg 30%
(3,4 mph) (1.102 lb)

5.5 km/h 600 kg 30%
(3,4 mph) (1.322 lb)

5.5 km/h 750 kg 30%
(3,4 mph) (1.653 lb)

ACID
AGM

AGM

ACID
AGM

ACID
AGM

ACID
AGM

ACID
AGM

ACID
AGM

ACID
AGM

ACID
AGM

ACID
AGM
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TRASPORTO | LOAD | TRANSPORT | TRANSPORTE | BELADEN

M8

HS4

D1

DUMPER 
JET

HS

4 km/h 3.000 kg 4,5 m

(2,5 mph) (6.613 lb) (177”)

5.5 km/h 500 kg 30%
(3,4 mph) (1.102 lb)

5.5 km/h 300 kg 30%
(3,4 mph) (661 lb)

5.5 km/h 600 kg 30%
(3,4 mph) (1.322 lb)

5.5 km/h 500 kg 30%
(3,4 mph) (1.102 lb)

ACID
AGM

AGM

ACID
AGM

ACID
AGM

ACID
AGM

ACID
AGM

ACID
AGM

ACID
AGM

ACID
AGM

ACID
AGM
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TRASPORTO PERSONE | PERSONNEL CARRIERS | TRANSPORT PERSONNEL 
TRANSPORTE PERSONAS | PERSONENTRANSPORT

6 km/h 1.000 kg 15%
(3,7 mph) (2.204 lb)

10 km/h 500 kg 2,1 m

(6,2 mph) (1.102 lb) (82”)

14 km/h 50 kg 1.000 kg

(8,7 mph) (110 lb) (1.102 lb)

8/16 km/h 150 kg 1.500 kg

(5/10 mph) (330 lb) (3.306 lb)

8 km/h 500 kg 2.500 kg

(5 mph) (1.102 lb) (5.512 lb)

8/16 km/h 150 kg 1.500 kg

(5/10 mph) (330 lb) (3.306 lb)

AGM
LITHIUM

ACID

ACID
AGM
LITHIUM

ACID
AGM

AGM

ACID
AGM

K1

K5

DDM

JACK

S1

JACK
MASTER
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GAMMA PRODOTTI | PRODUCT LINE | GAMME DE PRODUITS 
GAMA DE PRODUCTOS | PRODUKTPALETTE

AGM
LITHIUM

ACID

ACID
AGM
LITHIUM

ACID
AGM

AGM

ACID
AGM

M1 M3

M4 M5 M9 M9 E

HT JESPI JESPI M JESPI L

r4 r5

dumper jet dumper jet L k1

jack jack L jack master

M9 PRO M9 R

m12 m12 R m12 E m12 PRO

r6 M22m15 R7

xt 510

ddm

k5 s1 s2

jay micro

M6.5 M6.5 Lift m10 m11 m14 m16 (S)

m16 (P)

hs hs4 hs4 L brio

d1 d2

M1 M12 M4 M9

RANGE MAX T

m8

ACCIAIO INOX
STAINLESS STEEL

ACIER INOXYDABLE
ACERO INOXIDABLE

EDELSTAHL



For more information

www.zallys.com

Via Palazzina, 1 - 36030 Sarcedo (VI) - ITALY  •  Contacts: sales@zallys.com

Products and specifications listed in this catalogue are subject to change without prior notice. 


